
   

AW-PT6700-15 
Includes all components necessary to convert selected AerWay models from 3 point mount to pull 
type units.  All components of kit are shipped crated. 

TONGUE Rectangular tube construction 
 Category 3 Perfect hitch 
 Support jack - Binkley 48000  
 Pinned adjustable top link 
 21000 lb capacity safety chain 
 
LIFT FRAME One piece welded construction 
 2” Axle spindles with 6 bolt hubs 

1-7/16 dia. pivot pins with greased bushings  
 
REAR HITCH  A rear draw bar provides an attachment point for harrows or other implements. The 

draw bar has a level ride feature that will support the vertical loads of implements 
and maintain its position relative to the ground whether the unit is in the ground or 
raised.  
 

HYDRAULICS 3.5” bore x 16” stroke double acting cylinder with integral load holding valve 
 3/8” hose assemblies 
 1/2” male Pioneer quick disconnect couplings with dust caps 
 
TIRE 9.5 x 15 - 8 ply ribbed agriculture tire - 4 supplied 
 
WHEEL 15 x 8 - 6 bolt agricultural wheel - 4 supplied 
 
APPLICATION Units with cat 3 front brackets and integral cylinder and lift frame brackets 
 
WEIGHT 1575 lb. 
 



   

CAPACITY 12,000 lb 
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AW-PT7200 
AW-PT7200 - Includes all components necessary to convert AerWay   8’  10’ & 12’ models 
from 3-point mount to pull type units. 

 
 
WEIGHT 640 Lbs. 
 
DRAWBAR Rectangular tube construction 
 Support jack - 2000LB. Capacity, top wind  
 Fixed length, adjustable position top link 
 10000 lb capacity safety chain 
 Plate style clevis hitch with slotted holes for 1” draw pin.  
 
LIFT FRAME One piece welded construction 
 Axle spindles with 6 bolt hubs 
 1-7/16 dia. pivot pins 
 
HYDRAULICS 3” bore x 12” stroke double acting cylinder with mechanical cylinder lock-out 
 3/8” hose assemblies 
 1/2” male Pioneer quick disconnect couplings with dust caps 
 
REAR HITCH       A rear draw bar provides an attachment point for harrows or other                             

implements 
 
TIRES        9.50 x 15 -  8 ply ribbed agriculture tire - 2 supplied 
 
WHEEL 15 x 8 - 6 bolt agricultural wheel - 2 supplied 
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PT 7200 Application Chart  
PART No.  Drawing  Kit Type  Application  

AW-PT7200-01 69375 Crated Units with cat 2 front brackets without integral 
cylinder brackets on the rear 4 x 4. 

AW-PT7200-02 69377 Crated Units with cat 2 front brackets with integral 
cylinder brackets on the rear 4 x 4. 

    

XA-69298 69298 Factory Installed Units with cat 2 front brackets without integral 
cylinder brackets on the rear 4 x 4. 

XA-69376 69376 Factory Installed Units with cat 2 front brackets with integral 
cylinder brackets on the rear 4 x 4. 

    
 

                               
 

Frame w/ integral cylinder bracket                              
 Includes AW080Q* and AW100Q* built after May/June 2005 
 
 
 
 
 
 
 

             

         Frame without cylinder bracket                      

 Includes AW080Q*  and AW100Q* built prior to May/June 2005 
Includes all AW120Q* units. 
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