
The AerWay AW Rigid Stanchion machine has been developed
to satisfy the demands of farmers working smaller acreages.
AerWays Quick Adjust swing arms allow the user to choose the
degree of compaction relief, cultivation, aeration, and/or residue
incorporation.

SPEC SHEET

FRAME: Five width configurations
are available: 6’, 8’, 10’, 12’ and
15’. The frame of the AerWay is a
structural steel weldment with
integral weight trays. The frame is
equipped with 3-Point front
brackets and/or integral rear
brackets for the attachment of an
optional AerWay Pull Type
Wheel Kit.

ROLLERS: The rollers use 4 tines
per row at 7.5” tine spacing. Each
roller shaft is supported by 35mm
(1-3/8”) flanged bearings.

QUICK ADJUST: Swing arms can
be adjusted in 2.5° degree
increments, from 0° to 10°, to
vary the degree of cultivation or
aeration.
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AERWAY RIGID STANCHION MODELS

MODEL
NUMBER

NOMINAL
WIDTH

TRAVEL
WIDTH WEIGHT

HORSEPOWER
REQUIRED

# OF
TINES

AW060Q* 6’ 5’ 10” 32 11.5” 1400 lbs 45
AW080Q 8’ 7’ 8” 48 7.5” 1800 lbs 60
AW080H** 8’ 8’ 1” 48 7.5” 1725 lbs 60
AW100Q 10’ 10’ 8” 64 11.5” 2100 lbs 75
AW120Q 12’ 11’ 10” 72 11.5” 2500 lbs 85
AW150Q 15’ 15’ 2” 96 11.5” 3100 lbs 110

* 3-Point AerWay only. Pull Type Wheel Kit not available.
** Pull Type AerWay with manually adjusted swing angle. Angle adjustment: 2.5°, 5°, and 7.5°.

AERWAY SYSTEM OPTIONS
• 5/8” Diameter Chain Harrow
• Pull Type Wheel Kits
• Ballast Blocks
• Lighting Kit

PULL TYPE WHEEL KITS
The integral rear mounting
brackets on the AerWay
frames will accommodate the
following wheel kits:
• AW-PT7200-02

(2 tire, for AW080Q and AW100Q)
• AW-PT7200-01

(2 tire, for AW120Q)
• AW-PT6700-06

(4 tire, for AW120Q)
• AW-PT6700-15

(4 tire, for AW150Q)

CENTER TINE
SPACING


